














14

–	 Contra-angle handpiece with vertical, internal irrigation system, 
	 offering unique ergonomics and ideal grip.
–	 The smallest head on the market: easier anatomical access
–	 LED lighting effective at both high and low speeds, 
	 for perfect visibility
–	 Lighter and easier to handle
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REF 1600631-001

Description 3 buttons, 1 variator

Functions Progressive speed, peristaltic pump ON/OFF, program selection, 
reversal of motor rotation

Protection Class IPX8 selon IEC529

FOOTCONTROL

REF 1600605-001

Mechanical power 130 W @ 25’000 rpm

Dimensions Ø 23.2 x 93.1 mm, incl cable connector

Speed range 100 to 40’000 rpm

Coupling E-type as per ISO 3964

Weight 119 gr without cable

Light (with ChiroPro L and CA 20 :1 L) 12 klux white, adjustable

Noise 55 dBA @45 cm @40’000 rpm

MX LED + CABLE

REF 1600613-001

Electrical supply to motor 1 quick release push-pull connection / 32 Vdc for MX LED motors

Insulation class II, type BF

Protection level IP40

Dim. (LxDxH) / weight 309 x 220 x 123 mm (H with bracket 506 mm) / 2.7kg

Peristaltic pump Flow rate 30 – 150 ml/min

Bracket - Irrigation Stainless steel, height 440 mm

Irrigation lines Flow rate 30 – 150 ml/min

Irrigation clips Sterilisable, for securing irrigation lines

Programs 8 pre-programmed implant sequences (10 steps each), 1 endo sequence, 
4 dental surgery individual programs. 

Chiropro L 

REF 1600598-001

Type Contra-angle with internal irrigation

Ratio 20 :1

Speed range 5 to 2'000 rpm with ChiroPro L

Coupling E-type as per ISO 3964

Locking system Locking ring

Bur dimension ø 2.35 mm / type 1, according to ISO 1797

Cleaning Thermal washer

Sterilisation Steam autoclave up to 134°C (275°F)

Weight 87 gr

Light intensity 12 klux

Max torque 55 Ncm

Head height (incl 22.5 mm bur) 24.15 mm

CA 20:1L (LED) 



CHIROPRO L
Implantology system
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Bien-Air Dental SA
Länggasse 60
2500 Bienne 6, Switzerland
Tel. 	+41 (0)32 344 64 64
Fax 	+41 (0)32 344 64 91
dental@bienair.com

Bien-Air
Deutschland GmbH
Jechtinger Strasse 11
79111 Freiburg, Deutschland
Tel. 	+49 (0)761 45 57 40
Fax 	+49 (0)761 47 47 28
ba-d@bienair.com

Bien-Air España SA
Entença, 169 Bajos
08029 Barcelona, España
Tel. 	(+34) 934 25 30 40
Fax 	(+34) 934 23 98 60
ba-e@bienair.com

Bien-Air USA, Inc.
Medical Technologies
5 Corporate Park
Suite 160
Irvine, CA 92606, USA
Phone 1-800-433-BIEN
Phone 949-477-6050
Fax 949-477-6051
ba-usa@bienair.com

Bien-Air France Sarl
55-57, avenue Jean Lolive
93500 Pantin
Tel. 	+33 (0)1 41 83 60 70
Fax	+33 (0)1 48 96 07 40
ba-f@bienair.com

Bien-Air on Internet:
www.bienair.com

Bien-Air Italia s.r.l.
Via Vaina 3
20122 Milano, Italia
Tel. 	+39 (02) 58 32 12 51/52/54
Fax 	+39 (02) 58 32 12 53
ba-i@bienair.com

Bien-Air UK Limited
63, The Street
Capel, Surrey RH5 5JZ, England
Tel.	 +44 (0)1306 711 303
	 +44 (0)1306 712 505
Fax	+44 (0)1306 711 444
ba-uk@bienair.com

Bien-Air Asia Ltd.
Nishi-Ikebukuro
Daiichi-Seimei Bldg. 10F
2-40-12 Ikebukuro, Toshimaku
Tokyo, 171-0014, Japan

Tel. 	+81 (3) 5954-7661
Fax	+81 (3) 5954-7660
ba-asia@bienair.com

Beijing Bien-Air
Medical Instrument
Technology Service Co. Ltd.
Room 907, The Exchange Beijing,
No 118 Jian Guo Lu Yi,
Chao Yang District,
Beijing 100022, China
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	        907
 	  +86 10 6567 0651
	  +86 10 6567 8047
ba-beijing@bienair.com




